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Amendments to the Claims: 

This listing of claims will replace all prior versions, and listings, of claims in the application: 
Listing of Claims; 

1 . (Previously Presented) A driver of a piezoelectric actuator in which a piezoelectric 
plate is stuck to a plate, comprising: 

plural piezoelectric actuators mechanically moving a mechanical component directly 
or indirectly connected to each of the piezoelectric actuators; 

a feeder line extending from a power supply section for applying a drive voltage to the 
piezoelectric plate of each of the piezoelectric actuators; 

a common resistor connected to the feeder line in series, for current limitation limiting 
a drive current to the piezoelectric plate of each of the piezoelectric actuators to a prescribed 
range; and 

a controller selectively and sequentially on-controlling the drive voltage to be applied 
to each of the piezoelectric actuators by the feeder line, wherein each of the piezoelectric 
actuators is connected to the feeder line of the common resistor on the side opposite to the 
power supply section, and the controller has a function to on-control the drive voltage to be 
applied to the piezoelectric plate of the piezoelectric actuator to be driven next, after the 
piezoelectric plate of the piezoelectric actuator, to which the drive voltage is applied, is put 
into a 60% charged state during applying the drive voltage to the piezoelectric plate of the 
piezoelectric actuator. 

2. (Canceled) 

3. (Previously Presented) The driver of the piezoelectric actuator according to 
claim 1, wherein the controller is connected to the power supply section side of the common 
resistor, and has a function to on-control the drive voltage applied to the piezoelectric plate of 
the piezoelectric actuator. 

4. (New) The driver of the piezoelectric actuator according to claim 1 , wherein 
the controller includes a switching mechanism for switching the drive voltage. 
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5. (New) The driver of the piezoelectric actuator according to claim 4, wherein 
the switching mechanism includes a plurality of light emitting diodes and a plurality of 
phototransistors. 

6. (New) The driver of the piezoelectric actuator according to claim 5, wherein 
emitters and collectors of the plurality of phototransistors are mutually connected in series 
and disposed corresponding to the plurality of piezoelectric actuators. 

7. (New) The driver of the piezoelectric actuator according to claim 5, wherein 
pairs of the plurality of light emitting diodes are connected to a switching control section. 

8. (New) The driver of the piezoelectric actuator according to claim 4, wherein 
the switching mechanism includes a plurality of transistors to control the drive voltage. 

9. (New) The driver of the piezoelectric actuator according to claim 5, wherein 
when the plurality of light emitting diodes are combined with the plurality of phototransistors, 
an insulating state between the feeder line and controller is easily formed. 

10. (New) The driver of the piezoelectric actuator according to claim 5, wherein 
joints of pairs of the plurality of phototransistors are connected to common terminals of the 
plurality of piezoelectric actuators. 
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